
© Gelair. All rights reserved. Product performance may vary by environment. Always follow label directions. Page 1 of 2 

gelair.com.au | info@gelair.com.au

PROUDLY AUSTRALIAN OWNED AND OPERATED

Gelair ABs offer a highly effective 
solution in controlling odours and 
sanitising your AHU resulting in a 
longer lasting, more hygienic and 
healthier air-conditioning system 
and space. 

No installation equipment, 
plumbing or training required.

1.	Open the cover of the AHU to 
reveal the filter and cooling 
coil. 

2.	Remove the AB from the foil 
package. 

3.	 Insert the Gelair AB into 
incoming air stream of AHU 
between the filter and the 
cooling coils as per diagram (4)

4.	Pour any extra liquid from 
the foil package into AHU 
condensate tray. 

5.	Fix cover of AHU back into 
position.

A single Gelair AB will last up 
to 12 weeks depending on air-
conditioner use and environment*.

At the end of its life the exhausted 
AB (example shown) can be 
placed into the condensate tray 
to help keep the drain hole free 
of mould and algae and prevent 
water overflow as the last of the 

Tea Tree Oil is released.

A stronger Tea Tree Oil fragrance 
may be noticeable immediately 
after installation or when starting 
the system after a period of 
inactivity. 

Gelair’s innovative technology is 
highly effective in high-volume, 

high-airflow environments such as 
AHUs. By treating all air entering 
and exiting the AHU, Gelair ABs 
sanitise the entire air-conditioning 
system, effectively stopping 
the spread of bacteria, airborne 
viruses and mould.

A natural product with no end 
user energy costs!

Further Information
If you require assistance selecting the appropriate AB size, please 
contact info@gelair.com.au or consult your local distributor.
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1.Outside air (10%)
2.Outside air duct
3.Air filter
4.Gelair Air-conditioning Block
5.Cooling Coil
6.Heating coil
7.Air blower
8.Supply air duct
9.Air conditioning
10. Return air (90%)
11. Condensate tray

1.	 Outside air (10%)

2.	 Outside air duct

3.	 Air filter

4.	 Gelair Air-conditioning Block

5.	 Cooling coil

6.	 Heating coil

7.	 Air blower

8.	 Supply air duct

9.	 Conditioned air

10.	 Return air (90%)

11.	 Exhausted AB in condensate  
tray

Exhausted AB

Gelair Air-conditioning Block (ABs) Installation Guide

* Performance and calculations are based on standard system 
operation of less than 10 hours per 24 hour period. If you reside in a 
tropical or sub-tropical region you may need replace your AB monthly.
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Product Code Size Blocks per Box

AB0.5 0.5 kg 24

AB1 1 kg 10

AB2 2 kg 8

AB4 4 kg 1

AB product sizes
Gelair ABs are available in four sizes to suit different system capacities.

System Size and Area Descritption Product Code

Small system or single room air conditioner AB0.5

Large single room Fan Coil Unit (FCU) e.g. typically used in hotel rooms or large 
superyacht staterooms AB1

Larger multiple room AHU e.g. house AB2

Large AHU for multiple room building e.g. 10 - 20 offices AB4

AB size selection guide
To choose the right Gelair AB size, use one of the following four options.

Size of the Area Serviced (m2) Size of the Area Serviced (ft2) Product Code

30 300 AB0.5

100 1000 AB1

250 2500 AB2

500 5000 AB4

Airflow Through the AHU (m3/hr) Airflow Through the AHU (ft3/min) Product Code

700 300 - 400 AB0.5

1200 700 AB1

2000 1200 AB2

3400 2000 AB4

8500 5000 AB4 (2 x)

Cooling kW HP BTU/hr (x1000) Product Code

4 1.5 14 AB0.5

8.5 3.0 28 AB1

15 5.0 50 AB2

30 10.0 100 AB4
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